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2.HD Network IR Integrated Machine

2.1Dimension (unit: mm)

2.2 Installation Instructions
　

Steps
1. Mark the hole position on the wall with a ink pen according to the mounting hole of video 
camera bracket.
2. Make a hole at the indicated position with an electric drill, and drive the expansion rubber 
plug into the hole. 
3. Fasten the wall mounting bracket on the wall with screws.
4. Take out the camera in the packaging box, and fasten the camera on the universal joint of 
    bracket with screws. Adjust the universal joint of bracket to a proper position and then 
    tighten the screws. (The mounting hole of camera is 5.5mm deep. Do not use excessively 
    long screws.)
5. Finally, remove the protective film on the IR anti-reflection plate (some models are 
    provided with IR anti-reflection plates, please clean the cleaning of the IR anti-reflection 
    plate, to avoid oil stains and scratches).

3.HD Network IR Dome Camera

3.1Dimension (unit: mm)

3.2 Installation Instructions

Steps: 
1. Take out the video camera, rotate the chassis of video camera to the indicated position, and 
     remove the chassis.
2. Determine the hole position according to 3 mounting holes at the chassis of video camera, 
     mark the hole position on the wall with a ink pen. Make a hole with an electric drill, and drive 
     the expansion rubber plug into the hole. 
3. Mount the chassis to the wall with mounting screws, install the video camera in the chassis 
    according to the indicated position, and adjust the direction of video camera by turning to a 
    suitable position. 
4. Finally, remove the protective film on the IR anti-reflection plate (some models are provided 
    with IR anti-reflection plates, please clean the IR anti-reflection plate, to avoid oil stains and 
    scratches).

Note: The mounting surface of video camera must have su�cient bearing capacity.

 

External View of Type I HD Network IR Integrated Machine

Steps: 
1. Paste the positioning stickers (accessories) on the position where the video camera needs 
    to be installed, make a wire hole at Position A, and make a mounting hole at Position B with 
    a electric drill.
2. Loosen the screws, remove the dome housing, pass the power cord, audio cable (optional) 
    and network cable through the cable hole plug at the base of dome, with a cable diameter 
    of 3-5mm (Note: pull back after passing the cable to ensure water resistance), and then fasten 
    the base of dome to the wall or ceiling. Connect the power cable and audio cable (optional) 
    to the corresponding interface of camera. After making the plug of the network cable, insert 
     it into the Ethernet port of camera, and then fasten the base of dome to the wall or ceiling.
3. Adjust the lens to the required scene, and then tighten the two mounting screws. The 
     recommended torque is 6-7kgf.cm.
4. Before installing the equipment in a humid environment, please replace the desiccant and 
    then fasten the dome housing to the base of dome, and finally remove the protective film 
    on the housing (Note: do not crimp when installing dome housing on the base).

Note: The mounting surface of video camera must have su�cient bearing capacity.
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4.HD Network Safe Dome Video Camera

4.1Dimension (unit: mm)

4.2 Installation Instructions

Note: 
Brackets must be purchased separately.

Expansion tube

Note: Please estimate the hole diameter and depth 
according to the actual dimensions of expansion tube 

Safety rope

Dome housing

Through-hole plug

Mounting screw

Self-tapping screw

Base

Steps:
1. Unscrew the top screw and remove the camera bracket. Unscrew the back cover of camera 
     according to the mark, unscrew the waterproof lock on the back cover, and take out the rubber 
     rod.
2. Paste the positioning stickers (accessories) on the wall where the camera needs to be installed, 
    drill holes according to hole position B, and then drive the expansion tube (accessory) into the 
    hole. Hole position A is the outlet hole. If necessary, drill holes according to the hole position. 
    Pass the network cable through the camera bracket, and then fasten the bracket on the wall 
    with 3 self-tapping screws (accessories). Pass the network cable through the waterproof lock 
    and the back cover of camera.
3. Equip the network cable that has passed through the wire lock with plug and power terminal. 
    (Refer to the figure below for wire sequence)
4. Replace the desiccant, and connect the network and power supply, Tighten the back cover to
    the camera housing,  adjust the length of cable, and then tighten the waterproof lock to 
    the marked position. (Note: Please keep the back cover aligned with the scale on the 
    camera housing during the adjustment of waterproof lock).
5. Fasten the camera housing to the bracket and tighten the top screw. Loosen the bracket 
    adjusting nut on the camera bracket, adjust the camera angle, and tighten it after 
    adjusting the picture to the required scene. Remove the protective film from the housing 
    and complete the installation.

Refer to wire sequence diagram for non-POE power supply mode

External View of Type II HD Network IR Integrated Machine

External View of Type III HD Network IR Integrated Machine

5. HD Network IR Gun Video Camera (mini)

5.1 Dimensions (Unit: mm)

Installation Diagram of HD Network Safe Dome Video Camera
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Steps
1. Mark the hole position on the wall with a ink pen according to the mounting hole of video 
    camera bracket.
2. Make a hole at the indicated position with an electric drill, and drive the expansion rubber 
   plug into the hole. 
3. Fasten the wall mounting bracket on the wall with screws.
4. To ensure waterproof effect, please place the SR of tail cable under the video camera during 
    construction, see the figure above.
5. After adjusting the video camera to the required scene, tighten the knob to fasten the 
   equipment firmly.
6. Finally, remove the protective film on the IR anti-reflection plate (some models are provided 
    with IR anti-reflection plates, please clean the cleaning of the IR anti-reflection plate, to 
    avoid oil stains and scratches).

Installation Diagram IR Integratedine with Bracket

Installation Diagram IR Integrated Machine with Bracket

5.2Installation Instructions

Refer to wire sequence diagram for POE power supply mode

Note: The mounting surface of camera must have su�cient bearing capacity.

5.2.2 Installation Instructions of Model with Outgoing Cable

Steps: 

1. Paste the positioning stickers on the position where the video camera needs to be installed, 

    make a wire hole at Position B, and drive the expansion tube into the hole. (Hole position A is 

    the outlet hole) Pass the network cable through the camera bracket, and then fasten the bracket 

    on the wall with screws. Pass the network cable through the waterproof lock and the back cover 

    of camera.

2. Replace the desiccant, and connect the network and power supply, and tighten the back cover 

    to the housing. (Note: Please keep the back cover aligned with the scale on the video camera 

    housing during the adjustment of waterproof lock)

3. Fasten the camera housing to the bracket and tighten the top screw. Loosen the bracket 

    adjusting nut on the camera bracket, adjust the camera angle, and tighten it after adjusting the 

    picture to the required scene. Remove the protective film from the housing.

Note: The mounting surface of video camera must have su�cient bearing capacity.

Warnings

Cautions

1.Safety Instruction

Follow these safeguards 
to prevent serious injury
 or death.

Follow these precautions 
to prevent potential injury 
or material damage.

1. Input voltage should meet both the SELV (Safety Extra 
    Low Voltage) 
2. Contact the distributor for abnormal operation. Do Not 
    disassemble or modify the devices in any way.
3.Moisture must be avoided for indoor devices in case of fire 
   and electric shock.
4. Install the equipment on the ceiling to ensure that it can 
   withstand at least 4 times the weight of the equipment.

1.Original package must be used for shipment and 
   management to avoid high pressure, high  vibration and 
   imprisonments
2.Avoid direct contact with image sensor. Cover the  dust 
   cap while not operating.
3.Do not aim the camera at the extra bright places 
   (light, sunlight, laser) in case of affecting the  endurance 
   of CMOS at the same time.
4.Do not place the camera in extremely hot, cold,   dusty or 
   damp locations, and do not expose it to  high 
   electromagnetism radiation.
5.To avoid heat accumulation, good ventilation is  required 
   for operating environment.
6. Ensure that the installation location is kept at a sufficient 
   distance from the surrounding electromagnetic sensitive 
   equipment to prevent electromagnetic interference.
7.Keep the camera away from liquid while on using. 
    Original package during shipment is strongly 
    recommended.
8.Any replacement of the device battery or the use  of a 
   mismatched type may cause irreversible damage to the 
   device.
9. Modify the default login password when first login
   the device to avoid the loss caused by weak password.
10 Cut off electric power before remove micro SD card or 
 USB devices.

        These instructions are intended to ensure that user can use the product correctly to avoid
 danger and property loss. Please carefully read this guidance and keep it for future reference 
before operating the device.
        The latest version will be updated regularly according to the software and hardware 
improvement of our product. Updated information will be updated in the latest version of this 
manual without prior notice.
        The precaution measure is divided into “Warnings” and “Cautions”

5.2.1 Installation Instructions
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