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3. After adding, the Added Devices list displays the added IPC. If the 

connection status is displayed as “oœoœ”, addition is successful; if the 

connection status is displayed as “oœoœ”, addition fails. In the latter case, 

check the network connection or check if it is added correctly.

4. Click “ oœoœ” in the Added Devices list to preview this channel.

5. Click “oœoœ ” in the Added Devices list to re-edit channel information.

8. Playback
Select “Main Menu -> Playback” to enter the Playback interface, where you 

can select the video to playback according to video type.

��

9. Mobile Monitoring
1. In preview mode, move your cursor over the bottom of the screen to display 

the task bar. Click the mobile monitoring icon “       ” to enter the mobile monitoring 

interface, where you can scan the �rst QR code to download the client and then the ID 

QR code to obtain the ID for video preview and other operations.

Remarks:

The mobile monitoring feature is unavailable for some products. The real 

product shall prevail.

10. Shutdown
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Schematic diagrams for installing the front NVR:
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4. Startup
Make sure that the power supply required by NVR is used, NVR is well grounded, and NVR 

video output is well connected to the monitor before start up.

Connect the power supply and turn on the power switch on the rear panel. The device 

starts.

Default username: admiin, password: custom 

5. Initializing HDD
Select “Main Menu -> System Settings -> Disc Manager” to enter the Disc Manager 

interface, where you can select the HDD to set for initialization.

6. Modifying the IP Address of the Device
Select “Main Menu -> System Settings -> Network Settings” to enter the Network Card 

setting interface, where you can modify IP addresses and perform other operations.

7. Adding a Digital Channel
1. Select “Main Menu -> Channel Manager -> Channel Con�guration -> Basic Con�gura-

tion” and click the Search button to start automatic searching. The Search button changes to 

Stop button. You can click the Stop button to stop searching.

2. Select the IPC to add after searching �nishes or during searching, and click Add or double 

click IPC to add.


